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REPLY TO THE ATTEN§ON OF

July 23, 2008

Steve Garbaciak, Jr. P.E.
Vice-President

ARCADIS - BBL Inc.

30 West Monroe, Suite 1710
Chicago, Illinois 60603-2404

Re: Removal Area 6B — Additional Excavation Needed in Grids 4, 5, and 6
Dear Steve:

The purpose of this letter is to confirm that, pursuant to Paragraph 74 of the Allied
Paper/Portage Creek/Kalamazoo River Superfund Site Administrative Settlement
Agreement and Order on Consent for Removal Action (Docket No. V-W-07-863), the
United States Environmental Protection Agency (U.S. EPA) requires modifications to the
Former Plainwell Impoundment Area Time-Critical Removal Action (TCRA) Design
Report, dated February 2007 (Work Plan). U.S. EPA has determined that additional
work must be conducted by Millennium Holdings, LLC and Georgia-Pacific, LL.C
(Kalamazoo River Study Group or KRSG) to address elevated levels of PCBs remaining
within the 30-ft wide “clean buffer” area in Area 6B. The additional work will cover the
following work activities:

1. Residual removal activities will occur in Area 6B in grids K55312 (grid 4),
K55313 (grid 5), and K55314 (grid 6). Although some residual material is
present within grids 2 and 3, U.S. EPA’s sampling investigation does not support
requiring additional excavation in these grids as part of the Time-Critical
Removal Action.

2. The residual layer to be removed is present just below the topsoil layer, and varies
in thickness from approximately 2 to 12 inches thick. Excavation activities will
occur with U.S. EPA oversight to ensure the removal of residual material in the
designated grids.
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If you have any questions or concerns regarding this additional work, please do not

hesitate To contact me at (312) 886-4592:

Sincerely,

Mike Ribordw

On-Scene Coordinator

cc: Paul Buckholtz, MDEQ
Jim Saric, USEPA
Eileen Furey, USEPA



PLOTSTYLETABLE: PLTFULL.CTB PLOTTED: 5/21/2008 1:34 PM  BY: SAMIOS, ALEX

REF*

* OFF:

LAYOUT: 1 SAVED: 5/21/2008 1:34 PM ACADVER: 17.0S (LMS TECH) PAGESETUP: ----

PROJECTNAME: ----

CITY:S8YRACUSE DIV/GROUP:85 DB:AGS LD:AGS PM:SDG TM:TAS LYR:ON:
IMAGES:

G:\CAD\ACT\B0064530\0000\006 76\DWG\TCRA-C\Erosion\64530G03.dwg

XREFS:
64530X0R

TEMPORARY

EXISTING GRADE R AT

(TYP.)
_\

COR LOG 2°x2" WOODEN STAKES (LENGTH
VARIES, AS NEEDED, TO ADEQUATELY
TWINE LASHING SECURE COIR LOG) PLACE EVERY
2-FEET (MIN.)

— i — i — o — . — .. —M... —— PRISM-IN 2-YR FLOW

—_ e — e — e — X - - — PRISM—OUT 2-YR FLOW
— i — - — . — . — ... —— ... S APPROX WATER LEVEL ON 3/18/08

&
2

6" TopsoiL Laver Qo oyl luti oo sl

(AS NEEDED) e ST SRS PSS S

RIVER RUN ROCK
GEOTEXTILE FABRIC

ERODED GRADE AS
SURVEYED ON 3/18/08

(DASHED WHERE INFERRED) — b %L PRISM—OUT MEDIAN FLOW

AREA TO BE LAUNCHING TOE

BACKFILLED

TYPICAL RESTORATION CROSS SECTION
SOUTH BANK

NOT TO SCALE
(3X VERTICAL EXAGGERATION)

KALAMAZOO RIVER STUDY GROUP
ALLIED PAPER INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

PLAINWELL TCRA DESIGN REPORT

PROPOSED TYPICAL BANK
EROSION REPAIR CROSS SECTION

@ ARCADIS

1

| FIGURE






